TWAIN HARTE COMMUNITY SERVICES DISTRICT
Water & Sewer Committee Meeting

Chair: Eileen Mannix
Co-Chair: Richard Knudson

VIDEO TELECONFERENCE
March 3, 2021 8:00 a.m.

IMPORTANT NOTICE:

To help slow the spread of COVID-19, the District offices are closed to the public. Under
the Governor’s Executive Order N-25-20, this meeting will be held remotely by
teleconference using Zoom:

e Videoconference Link: https://us02web.zoom.us/{/84417060921
e Meeting ID: 844 1706 0921
e Telephone: (669) 900-6833

ANYONE CAN PARTICIPATE IN THIS MEETING: see details at the end of this agenda.

AGENDA

. Operations report.

. Discuss water system hydraulic model results, fire flows and potential
system modifications.

. Review and discuss the Wastewater Collections System Condition
Assessment report.

. Review and discuss the Sherwood Forest Wastewater Collections System
Evaluation Technical Memorandum.

. Adjourn.

HOW TO OBSERVE THIS MEETING:
The public can observe and participate in a meeting as follows:

e Computer: Join the videoconference by clicking the videoconference link located at the
top of this agenda or on our website. You may be prompted to enter your name and email.
Your email will remain private and you may enter “anonymous” for your name.



https://us02web.zoom.us/j/84417060921

e Smart Phone/Tablet: Join the videoconference by clicking the videoconference link
located at the top of this agenda OR log in through the Zoom mobile app and enter the
Meeting ID# and Password found at the top of this agenda. You may be prompted to enter
your name and email. Your email will remain private and you may enter “anonymous” for
your name.

Telephone: Listen to the meeting by calling Zoom at (4669) 900-6833. Enter the Meeting
ID# listed at the top of this agenda, followed by the pound (#) key.

* NOTE: your personal video will be disabled and your microphone will be automatically muted.

FOR MORE DETAILED INSTRUCTIONS, CLICK HERE

HOW TO SUBMIT PUBLIC COMMENTS:
The public will have an opportunity to comment before and after the meeting as follows:

e Before the Meeting: If you cannot attend the meeting, you may:
o  Email comments to ksilva@twainhartecsd.com, write “Public Comment” in the
subject line. In the body of the email, include the agenda item number and title, as
well as your comments.

o  Mail comments to THCSD Board Secretary: P.O. Box 649, Twain Harte, CA 95383

During the Meeting: The public will have opportunity to provide comment before and after
the meeting as follows:

o  Computer/Tablet/Smartphone: Click the “Raise Hand” icon and the host will unmute
your audio when it is time to receive public comment. If you would rather make a
comment in writing, you may click on the “Q&A” icon and type your comment. You
may need to tap your screen or click on “View Participants” to make icons visible.

Raise Hand Icon: EEE  Q&A Icon: Ik

Telephone: The host will provide a time during each public comment period where
telephone participants will be unmuted and enabled to share comments.

* NOTE: If you wish to speak on an item on the agenda, you are welcome to do so during
consideration of the agenda item itself. If you wish to speak on a matter that does not appear on the
agenda, you may do so during the Public Comment period. Persons speaking during the Public
Comment will be limited to five minutes, or depending on the number of persons wishing to speak, it
may be reduced to allow all members of the public the opportunity to address the Board. Except as
otherwise provided by law, no action or discussion shall be taken/conducted on any item not
appearing on the agenda. Public comments must be addressed to the board as a whole through the
President. Comments to individuals or staff are not permitted.

ACCESSIBILITY:

Board meetings are accessible to people with disabilities. In compliance with the Americans with
Disabilities Act, those requiring accommodations for this meeting should notify the District office 48
hours prior to the meeting at (209) 586-3172.

WRITTEN MEETING MATERIALS:



https://www.twainhartecsd.com/files/81b7e7864/How+To+Use+Zoom.pdf
mailto:ksilva@twainhartecsd.com

If written materials relating to items on this Agenda are distributed to Board members prior to the
meeting, such materials will be made available for public inspection on the District’'s website:
www.twainhartecsd.com



http://www.twainhartecsd.com/
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Condition Assessment CONSULTING ENGINEERS, INC.

To: Tom Trott, P.E., Twain Harte Community Services District
Lewis Giambruno, Twain Harte Community Services District

From: Jeff Black, P.E., Black Water Consulting Engineers
Tyler Lee, E.I.T., Black Water Consulting Engineers

Subject: Twain Harte Community Services District
Condition Assessment Summary
Date: February 24, 2021

INTRODUCTION

As part of the Scope of Work for the Inflow/Infiltration Identification and Reduction Planning Project No.
C-06-8408-110, Black Water Consulting Engineers, Inc. (Black Water) assisted with the solicitation of
proposals to perform a Closed-Circuit Television (CCTV) survey of the Twain Harte Community Services
District (THCSD) sanitary sewer collection system. Concurrent with the CCTV survey, manhole (MH)
surveys were performed. This technical memorandum (TM) provides an overview of the CCTV and MH
surveys and describes the methodology used to analyze the data. The results of the analysis will be used
to assist with the development of criteria for a risk model that will be used to refine and prioritize capital
projects for a long-term Capital Improvement Plan to reduce Inflow and Infiltration (1&l).

Funding for this project has been provided in full or in part through an agreement with the SWRCB.
California’s Clean Water State Revolving Fund is capitalized through a variety of funding sources, including
grants from the United States Environmental Protection Agency and state bond proceeds. The contents

of this document do not necessarily reflect the views and policies of the foregoing, nor does mention of
trade names or commercial products constitute endorsement or recommendations for use.

REFERENCES

Engineering reports and documents reviewed and referenced in this TM include the following:

[1] Planning Project No. C-06-8408-110 Attachment 1 Plan of Study, October 2018.

INVENTORY DATABASE

The first step in a condition assessment is the review of existing data. The existing data provided is
comprised of notes prepared by operations staff, geographical information, flow monitoring, and as-built
records. A review of the existing information is used for and followed by prioritizing the CCTV inspections.

Page 1
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Condition Assessment CONSULTING ENGINEERS, INC.

THCSD uses Geoviewer, an online Geographic Information System (GIS) based operations management
program, to record regular maintenance and operations activities conducted by THCSD staff (See Figure
1). Horizontal and vertical data based on survey conducted in 2004 by Northstar Engineering Group had
been entered into the program and was reviewed by Black Water. THCSD had also entered detailed
information on construction projects into the program since the survey.

In addition to the physical data, the experiences from the staff at THCSD have provided abundant guidance
on problematic areas/collection lines. Unlike many collection systems in the Central Valley, THCSD has
steep reaches and resides in a highly forested area. As a result of the steep reaches, solids can separate
from the wastewater stream and deposit in the collection system. The dense trees and brush throughout
THCSD cause frequent root intrusion to both MHs and pipelines. The staff at THCSD aided in identifying
lines that require frequent cleaning and maintenance.

THCSD has an established MH naming system for their collection system. MH’s are identified as D-
manhole (DMH), manhole (MH) or standpipe (SP) followed by the respective numbering. Lampholes and

cleanouts are labeled as LH with the respective numbering system.

About two-thirds of the pipes in the sewer collection system had previously been numbered. Starting from
the existing system, the remaining pipes were numbered.

Figure 1: Online GIS viewer used by the THCSD staff for maintenance tracking

— Twain Harte CSD O &

Vi
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Hide Documents ¥

Page 2

\\server2012\projects\J17196 THCSD Sewer Collections SRF Project\Tasks\Task 04-CCTV Survey\Docs\Condition Assessment\Final\196-05_FINAL_CondAssesSumry.docx



BLACKVV! I Gl

Condition Assessment CONSULTING ENGINEERS, INC.

PRIORITIZING ASSETS FOR INSPECTION

To ensure the budget afforded by the State for this task was optimized, the existing infrastructure was
prioritized based on the following criteria:

e High quantity of flow (The flow is proportional to the number of equivalent single-family
residences [ESFRs] affected by a failure)

e Excessive or frequent maintenance issues (Issues may indicate existing and/or potential future
defects in the pipe)

e Close proximity to waterways

e Reverse Slopes (Sags and reverse slopes accumulate solids and can cause plugged lines and
exfiltration)

e MH with difficult accessibility (These MHs receive infrequent maintenance)

The system was divided into two categories based on the aforementioned priorities. The first category is
comprised of lines with high priority. The second category was not CCTV'd and represents a low priority.

Page 3
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Condition Assessment CONSULTING ENGINEERS, INC.

Figure 2 displays the extent of the CCTV. The total amount of linear ft CCTV'd was 48,364 ft (CCTV is shown
as green in Figure 2).

CCTV MH surveys were performed for sections. Where time allowed additional manholes outside of the
CCTV scope of work were also surveyed. Lastly, MH’s not surveyed in roadways were evaluated using
Google Earth for their location relative to drainage swales and ephemeral streams. All MHs that were
identified and included in the study either through Google Earth or MH survey are shown in blue in Figure
2. The total number of MHs identified and evaluated using these methods is 127 MH Surveys, 92 Google
Earth surveys, and 23 where only CCTV imaging was available. All combined, this accounts for 85% of the
MHs in the THCSD system.

Page 4
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Figure 2: Categorization of the existing CCTV infrastructure before the inspection
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PIPELINE INSPECTIONS

THCSD received bids for the CCTV inspection and the contract was awarded to Liberty Pipelines in
December 2019. A preliminary meeting to discuss the scope of the project was conducted with staff from
THCSD on January 10™, 2020 at the THCSD office. At this meeting, it was decided that THCSD personnel
would perform jetting services in front of the Liberty Pipeline inspection team. Following the
commencement of inspections on January 27, 2020, several lines were cleaned by THCSD and then
inspected by Liberty Pipelines. On or around February 12, 2020, the camera used by Liberty Pipelines
required repair. During this repair period, no CCTV inspections were performed. Liberty Pipelines was able
to commence the inspection on March 24, 2020. Upon commencement of the inspection, the novel
coronavirus had reached the United States and there was a statewide stay-at-home order in place.
Concerns over the spread of coronavirus limited THCSD staff ability to perform only flushing services as
opposed to the original jetting. As a result of the different cleaning methods, several lines that were simply
flushed had observations of root intrusions and root balls. As a result of less than optimal cleaning
methods, small and medium root intrusions were disregarded. The final deliverable was completed on
November 4, 2020.

The CCTV inspections were performed following the National Association of Sewer Service Companies
Pipeline Assessment Certification Program (NASSCO PACP) methodology. The NASSCO PACP method
allows for the identification and scaling of defects based on priority. PACP by NASSCO is separated into
two sections: the first being structural observations, and the second being operations and maintenance
(O&M) observations. Structural observations are items that require repair or replacement. Structural
defects would include collapsed pipes, cracked pipes, joint offsets, deformed pipes. O&M observations
indicate actions that can be resolved through additional cleaning or flushing of the collection system.
O&M conditions include root deposits, vermin, and grease buildup among a list of other observations.
Additional information on the PACP methodology can be found in Attachment H.

Each of the observations, both structural and O&M, was assigned a grade. Table 1 describes each grade
category. The collection of grades on each line are combined into an index for each pipe section. The index
takes the sum of all the grades per pipe and divides it by the number of observations per pipe. The pipe
segment indexes are then used as a numerical method to prioritize repairs and maintenance schedules
based on CCTV observations.

Table 1: Condition grade categories used in PACP

Grade | Description
5 Defects requiring immediate attention
4 Severe defects that will become Grade 5 defects within the foreseeable future
3 Moderate defects that will continue to deteriorate
2 Defects that have not begun to deteriorate
1 Minor Defects

Page 6
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Two images were provided of each condition and the CCTV files were provided to THCSD as a Microsoft
Access Database on a portable hard drive. Three reports were generated which included the inspection
summary, pipe run reports, and observations reports. Attached to this report (Attachment F) is the pipe
run report with photos.

The CCTV data was combined and sorted using ArcMap 10.5.1. ArcMap allows for the amalgamation of
the photographic, tabular, and geospatial data. The data were analyzed using four scoring systems. The
PACP structural index, O&M index, and overall Index. The fourth scoring system used to evaluate the CCTV
inspections was the likelihood of failure (LOF).

The structural index ranges from 1 to 5 with 1 being a pipe with minor defects (a score of zero indicates
no structural defects detected). A high structural index indicates frequent observations such as pipe
collapse, cracks, deformed pipes, holes in pipes, and joint offsets. In determining sources of infiltration,
all of these structural defects are potential sources.

The O&M index ranges from 1 to 5 with 1 being minor observations (a score of zero indicates no O&M
defects detected). A high O&M index may indicate frequent maintenance issues and includes such
observations as root intrusion, infiltration, obstacles, sediment in the pipe, and vermin. While not every
item in O&M will result in infiltration, the frequent observation throughout THCSD is that pipes with root
intrusion and in close proximity to surface waterways can generate infiltration.

The third index is the overall index which ranges from 1 to 5 with 1 being minor defects. This index
combines the two observation methods of structural and O&M. The sum of all the defects is divided by
the number of defects.

LOF is based on the Quick Rating System and shows the priority of repairs. The Quick Rating System can
get complex and a detailed description is outlined in Attachment H-PACP methodology. The LOF builds
on the Quick Rating System. LOF ranges from 1 to 6 with 6 needing immediate repairs. Any collection lines
with a grade 3 or higher rating were evaluated. In short, LOF takes the first two numbers of the Quick
Rating and divides it by 10. The LOF has some additional parameters that build on it that guarantee that
the value will always range from 1.0 to 6.0.

Finally, while the PACP rating method works well, there are many cases where a defect receives a lower
grade or no grade proportional to the problem it presents (for example, bends or obstructions preventing
CCTV often receive no rank). Items that were previously identified as needing immediate repair were also
determined regardless of assigned ratings or indexes.

Each of these scores has limitations but a combined use of the three indexes and the LOF allows for the
isolation of problematic lines. A map of the televised lines using each of these review strategies can be
found in the following attachments:

e Attachment A — Structural Index
e Attachment B— O&M Index

e Attachment C— Overall Index

e Attachment D — LOF

Page 7
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MANHOLE INSPECTIONS

The MH inspection was performed by THCSD and Black Water staff to assess the structures condition and
identify potential sources of I&l. Manhole inspections were performed in two periods: November 24 — 26
and February 4 — 5. Notes from the MH Inspection can be found in Attachment G of this TM.

MH Inspections evaluate MH type, condition, observations on 1&l, location relative to roadway or surface
water, flow path, depth of flow, and additional observations.

THCSD makes use of inflow dishes under MH lids to reduce inflow through vent holes and between the lid
and frame. Inflow dishes have been demonstrated to reduce surface inflow but do not provide a
completely watertight seal. A significant surface inflow during storm events is estimated to occur in
manholes located in drainage swales and ephemeral streams. Manholes without dishes or that are located
in areas subject to submergence or sheet flow will have significant inflow.

Figure 3 demonstrates the importance of location relative to surface runoff. Both images show surface
runoff from either the street or drainage swale. In both cases, surface runoff can be seen entering
manholes.

Figure 3: Surface runoff entering manholes in poor locations

Groundwater in and around THCSD typically has high concentrations of iron and manganese. The
concentrations of iron will cause a rust color to appear on the concrete at locations that experience I&l.
Locations that showed this rust coloring on the interior concrete walls are a telltale sign of infiltration. The
majority of manholes in the THCSD collection system are shallow and constructed of irrigation standpipe
or two-foot inside diameter (ID) concrete pipe. Although these pipes are easy to install and have continued
in operation, the sidewalls, bench, and frame are connected through cold joints. These cold joints are
sources of I1&| during storm events. (See Figure 4). Cracks or breaks in pipe connections to manholes are
also potential sources of I&l. The MH inspection evaluated THCSD’s manholes to best determine and rate
these sources of 1&I.

Page 8
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DATA ANALYSIS

Manhole Inspection Results

Figure 5 shows the MHs surveyed with their priority rating. Since this evaluation aims to identify sources
of 1&I, high priority (red) MHs either have defects in need of immediate repair or high inflow. Medium
priority items (orange) are MH’s with a significant amount of inflow and in need of repairs. Low priority
(yellow) represents either minor inflow and or minor repairs.

Table 2 presents a list of MHs that were identified as potential sources of high I&I or in need of immediate
repair. Repair options are listed in the table along with location and a description of the observation.
Additional manholes with lower I&I sources and lower priority are included as part of Attachment G.

Page 9
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Figure 5: MH's showing urgency of repair. Red is a high priority, Orange medium priority, yellow low
priority, and green no defects observed (See Attachment
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Table 2: Summary of MH’s potentially contributing to 1&I
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MH# | Location I&I Rating (1-5) | Description of observation Possible solutions Timeline
MH12 Uphill of driveway 22727 4 In drainage swale, bad location significant Replace concentric cone w/ eccentric cone to High Priority
root intrusions on inlet channel. Raise MH 3" move rim out of swale and up the
switch to eccentric cone and reconstruct inlet | embankment. Raise MH
MH13A 1 MH raised, barrel and bench condition, the Replace Frame and Rim High Priority
rim is loose
MH15 5 MH is in the low spot of the cul de sac. The Lower drainage channel. Remove berm High Priority
drainage channel appears higher than the MH
elevation.
MH93 1 The broken section in the lower barrel. A Damaged MH, Replace High Priority
potential source for infiltration.
SP10 Intersection of Fir and 3 Ring and MH lid fused. The ring came up Replace MH ring and Lid High Priority
Highland when pulling the lid. No inspection performed
SP109 5 Bad location in drainage swale at low point Bolt Lid, relocate MH High Priority
SP13 Uphill of Driveway 22623 5 Inflow from drainage swale. Relocate Mh or add SD channel High Priority
Spruce Dr
SP14 22695 Spruce Dr (Across 5 Bad location significant inflow, the manhole is | Move Manhole uphill to the driveway of High Priority
street to the mailbox of standpipe w/ cracked vcp as the channel 22695 spruce. Can raise Mh and no damage
address 22678 Spruce Dr) of plow
SP15 5 Bad location. CCTV photo show possible rust Raise relocate or bolt. Possibly construct SD High Priority
from infiltration channel
SP189 5 Significant puddle around MH. Ring slightly Switch to eccentric to get MH away from the High Priority
elevated. Switch to eccentric cone low point. Adjust asphalt. Bolt MH or relocate
SP2 5 MH in a drainage swale Move MH construct SD channel or Bolt lid High Priority
SP27 MH not located during Inspection. Visible Raise MH. Replace with Eccentric Cone to High Priority
from Google Earth. MH was submerged under | remove from the roadway. Or add an SD
a puddle at the time of inspection. Significant | culvert under the roadway to remove the
Inflow was observed downstream of this MH. | puddle.
SP28 5 MH in drainage swale. Relocate raise or bolt MH High Priority
SP56 5 MH is in drainage swale in the lowest point Construct culvert under the driveway or High Priority
relocate or bolt MH
SP61 Along Path by Lake 1 Heavy I&I observed at connections Replace Manhole, not in the roadway High Priority
SP62 22410 Mono Dr 1 Frame broken raise and repair Replace Frame and Raise, not in the roadway High Priority
SP88 22982 Golf Club Dr 3 Large Rust Buildup after lowest joint in the Grout or Replace MH to eliminate &I High Priority
barrel.
Page 11
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Pipeline Inspection Results

The lines requiring repair/replacement based on the aforementioned criteria can be seen in Attachments
A through D. These findings are summarized in Table 3. The CCTV inspections for the pipes identified in
Tables 3, 4 and 5 can be seen in Attachment E.

Table 3: Pipes Recommended for Repair/Replacement

Structural
Pipe # Struc Index O&M Index Overall Index LOF Priority  Length Size
P161 5.00 1.00 2.33 5.1 High 350’ 6”
P249 3.50 1.69 1.93 5.1 High 113’ 6”
Overall
Pipe # StrucIndex O&M Index Overall Index LOF Priority  Length Size
P109 0.00 4.00 4.00 0 High 269’ 6”
P108 2.00 4.00 4.00 2.1 High 235’ 6”
P177 0.00 4.00 4.00 1 High 243’ 6”
P189 1.00 4.00 4.00 1.2 High 636’ 6”
P209 0.00 4.00 4.00 1 High 269’ 8”
P214 0.00 4.00 4.00 1 High 261 8”
P216 0.00 4.00 4.00 1 High 258’ 8”
P238 0.00 4.00 4.00 1 High 440’ 10”
P239 0.00 4.00 4.00 1 High 452’ 10”
P241 0.00 4.00 4.00 1 High 92’ 10”
P242 0.00 4.00 4.00 1 High 341 10”
Operations and Maintenance
Pipe # StrucIndex O&M Index Overall Index LOF Priority  Length Size
P178 1 4 2.5 1.1 High 106’ 6”
Likelihood of Failure
Pipe # Struc Index O&M Index Overall Index LOF Priority  Length Size
P4 2.50 1.00 1.19 3.1 Medium | 427 10”
P150 3.00 1.60 1.73 3.1 Medium | 193 6”
P157 2.33 1.40 1.52 4.1 High 152 6”

Several structural defects are recommended for immediate repair regardless of the scores. A list of these
items are as follows:

\\server2012\projects\J17196 THCSD Sewer Collections SRF Project\Tasks\Task 04-CCTV Survey\Docs\Condition Assessment\Final\196-05_FINAL_CondAssesSumry.docx

Infiltration

Joint Offset Large
Pipe Collapse
Missing Wall
Inaccessible Pipes
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A list of the pipes requiring replacement based on singular observations is shown in Table 4.

Tables 3 and 4 Provide a summary of pipes in need of repair or replacement. In addition to these pipes,
the pipes shown in Table 5 need repair or improvement projects, but their priority is lower than the pipes
from Tables 3 and 4. Many of the lines shown in Table 5 have bends that make portions of the pipe
segment inaccessible to CCTV or maintenance.

Table 4: Pipes with Major Structural Defects

Immediate Repair Required

Pipe # Description Priority Length Size
P107 Collapsed Pipe High 206’ 6”

P112 Crack Circumferential High 334’ 6”

P147 Crack Circumferential High 168’ 6”

P365 Crack x2 High 488’ 6”

P9 Cracks top of Pipe missing High 374 10”
P85 Cracks x2 High 201’ 6”

P310 Cracks x2 High 288’ 6”

P132 Infiltration Observed High 352’ 8”

P245 Infiltration Observed High 309’ 6”

P291 Infiltration Observed High 472’ 10”
P175 Joint Offset Large x2 High 425’ 8”

P312 Joint Offset Large x2 High 501’ 6”

P375 Roots Ball Unknown by Lift Station High 297 6”

P8 Joint Offset Large High 295’ 10”
P54 Joint Offset Large High 207 6”

P87 Joint Offset Large High 279’ 6”

P127 Joint Offset Large High 350’ 6”

P143 Joint Offset Large High 258’ 6”

P145 Joint Offset Large High 278 6”

P148 Joint Offset Large High 359’ 6”

P152 Joint Offset Large High 108’ 6”

P167 Joint Offset Large High 359’ 6”

P260 Joint Offset Large High 267’ 10”
P313 Joint Offset Large High 353’ 6”

P356 Joint Offset Large High 319’ 6”

P396 Joint Offset Large High 246’ 6”

T39 Joint Offset Large High 52

P321 Joint Offset Medium x2 High 447’ 8”

P52 Minor Crack High 411 6”

Page 13
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Table 5: Lower Priority Pipe Improvement Recommendations

Minor Repairs/Replacement
Pipe# Description Priority Length Size
P170 Joint Offset Large or Bend Medium | 310’ 6”
P80 Bend (pipe inaccessible) Medium 132’ 6”
P124 Bend (pipe inaccessible) Medium 140 6”
P144 Bend (pipe inaccessible) Medium 259’ 6"
P156 Bend (pipe inaccessible) Medium 237 6”
P164 Bend (pipe inaccessible) Medium 194’ 6”
pP237 Bend (pipe inaccessible) Medium 853’ 10”
P284 Bend (pipe inaccessible) Medium 199’ 6"
P294 Bend (pipe inaccessible) Medium 282 6”
P328 Bend (pipe inaccessible) Medium 288 8”
P385 Bend (pipe inaccessible) Medium 227 6”
P386 Bend (pipe inaccessible) Medium 346’ 6”

In addition to the previously discussed CCTV and MH Inspection results, the creek crossing between MH22
and DMH7 was observed to have erosion on the north side of the concrete encasement. River crossings
are extensive, and it is recommended that this erosion be further evaluated in the Project Engineering
Report.

Additionally, several sewer pipes are adjacent to Twain Harte Lake. It is recommended that pipes adjacent
to bodies of water currently constructed of Vitrified Clay Pipe be replaced with PVC, HDPE, or ductile iron
to limit infiltration from the perennial high groundwater.

SUMMARY

A CCTV and manhole survey were completed for portions of the THCSD sanitary sewer collection system.
The data collected were analyzed to assess the condition of the system and identify deficiencies. The most
common pipeline deficiencies identified included large joint offsets, cracks, infiltration, and root balls.
Defects in several manholes included cracks, joint gaps, and locations where &I is probable. The results
of this condition assessment will be integrated into a risk model that will assist with developing a long-
term Capital Improvement Plan which will be detailed in a Project Engineering Report.
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ATTACHMENT A - CCTV STRUCTURAL INDEX RESULTS

Page A
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